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NOTE: When applying pressure sensitive adhesive tapes, do not touch adhesives, ensure that surfaces  
are free from oil or other surface contaminants such as powder, dust or release agents.

All information and recommendations issued on HUSKY TAPE CONVERTING products, has been based on 
research and is believed to be reliable, but does not constitute a warranty. All HUSKY TAPE CONVERTING 

products are sold with the understanding that the buyer will independently determine the suitability of the product 
for the buyer’s purpose.

MP201020

660 FELT TAPE 
Adhesive Backed Felt.

Product Features:
*	 High impact resistance.
*	 Self adhesive makes application easy.
*	 Permanent adhesive.

Product Specifications:
*	 Backing:
*	 Liner:
*	 Adhesive:
*	 Felt thickness:
*	 Total thickness:
*	 Colours:
*	 Density:
*	 Peel adhesion:
*	 Temperature resistance:
*	 Maximum width:

Polyester Felt
White Paper
Acrylic (Solvent based)
3.0mm
3.2mm
Black or White
500gms per m2
1.8kg per 25mm
-20 to 80 deg. C
1200mm

Applications:
*	 Ideal for door buffers or bumpers.
*	 Prevents marks on walls behind picture frames and ornaments.
*	 Used to prevent scratches and marks on furniture.
*	 Separators between panes of glass and mirrors.
*	 Many uses in furniture and glazing industries.


